
 
 

 
_______________________________________________________________________________________ 
 
LOTOS Oil Sp. z o. o. ul. Elbląska 135, 80-718 Gdańsk 
Infoline: +48 801 345 678, and +48 58 326 43 00 for cell phones and from abroad  
fax: +48 58 308 84 18, e-mail: info@lotosoil.pl, www.lotos.pl 

 

Passenger cars and light commercial vehicles engine oils 

LOTOS QUAZAR F SAE 5W-30  

Latest generation synthetic engine oil. The Hi-Tec Protection formula guarantees full, continuous 

wear protection of all types of modern engines, where using energy saving oils of low HTHS 

viscosity is recommended, in all working conditions. The product was designed in order to meet 

the requirements of Ford WSS-M2C-913D quality specifications.   

 

Characteristics: 

 may be used with all other engines, whenever using low HTHS viscosity oils that meet the 
requirements of ACEA A5/B5 or A1/B1 quality classification is recommended 

 may be used whenever using oils of Ford WSS-M2C-913A and Ford WSS-M2C-913B 
quality level is required 

 conventional SAPS level 

 intended mainly for standard change intervals 

 guarantees optimal operation of engines for which using oils of this quality and viscosity 
class is recommended 

 the product is a low viscosity oil (low HTHS viscosity) with such a combination of special 
components that it guarantees increased energy conservation while using the vehicle 

 

№ Requirements 
Research 

methods by  
Unit Value 

1. Kinematic viscosity at 1000C ASTM D 445 mm2/s 9,3-10,5 

2. HTHS viscosity at 150 0C, no less than ASTM D 4741 mPa*s 2.9 

3. Viscosity index, no less than ASTM D 2270  160 

4. CCS structural viscosity at - 300C, max. ASTM D 5293 mPa*s 6600 

5. Total base number (TBN), min. ASTM D 2896 mgKOH/g 8 

The above given data are the typical values for a production batch, they are not included in technical specification, and they are 
subject to change due to continual product research and development.  

Specifications, classifications: 

SAE 5W-30 
 
API SL/CF 
 
ACEA A1/B1; ACEA A5/B5 

Meets requirements of: 

Ford WSS-M2C-913D 

Ford WSS-M2C-913C 

Packaging: 

1l, 4l, 50kg, 180kg  
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Storage: 

All packages should be stored under a roof. If they are stored in the open air where they can be 

exposed to atmospheric conditions - rain, they should be placed in a horizontal position, so as to 

prevent ingress of water and prevent the destruction of marking, it is best to use canvas.  

The product can not be stored at a temperature higher than 60 ° C, can not be exposed to direct 

sunlight or temperatures below 0 ° C. The expiry date for use under the conditions of storage is 

3 years. 

Health, Occupational Health and Safety, Environment: 

Safety information is included in the Materials Safety Data Sheet (MSDS Safety Data Sheet). It 

contains detailed information on the potential hazards, precautions and First Aid measures, 

together with information on the impact on the environment and the disposal of used products. 

LOTOS Oil Sp. z o. o.  and cooperating companies do not take responsibility for the 

consequences of improper product use or non-use of the precautions. Before using the product 

for purposes other than those listed, please consult your local LOTOS Oil Sp. z o. o. office.  

Data contained in this document does not constitute an offer within the meaning of the Act of 23 April 1964 - Civil Code. LOTOS Oil 

Sp.z o.o. assumes no responsibility for any consequences of the use of the information contained herein, in particular when deciding 

on trade and investment. All data contained herein are typical of those obtained with normal production batch, they may vary slightly 

due to characteristics of the production process, as well as due to continuous product development. Data contained in this document 

may be subject to change. LOTOS Oil Sp..z o.o.is not responsible for the availability of the product. 

 

Developed: Piotr Niemiec (piotr.niemiec@lotosoil.pl)  

Updated: 08.12.2016   
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